10/53074 



JO 



CD 
LU 

d 

CO 
LU 

on 



CO 
LU 

§ 
o 

CO 



o 



o 

CO 
LU 

a. 



I CD 



I— 

Q 



LU $ 



o 



LU 

a: 

LU 

o 

LU 
> 



o 

LU 
Of 
LU 
CD 

CO 

O 



Q 
LU 

LU 
O 

CO . 

on 
O 



o 



o 

I— 
o 

LU 
—I 
LU 
CO 



LU 
Q 
O 



CO 



CO 
CO 



CO 



CO 
LU 
Q 
O 



o 

CO 
CO 



CO 

i 



• 1— ( 



iO/530742 



START OF MODE SELECTION 



DETECTING TRAFFIC TO BE 
TRANSMITTED 




NON-IP/DVB 
ITRANSMISSION 
MODE 



S24 



YES 



S25 \ 



IP/DVB 
TRANSMISSION 
MODE 



S20 



S21 




S26 



TDMA 
TRANSMISSION 
MODE 



Fig. 2 



%Q/53074Z 




10/530742 



START OF TRANSMISSION 
COORDINATION 



S50 



DETECTING REQUIRED TRANSMISSIONS 



S51 





DETECTING SITUATION OF OCCUPATION 


SS2 






r 


COORDINATING THE REQUIRED TRANSMISSIONS 
WITH SITUATION OF OCCUPATION 


S53 



PERFORMING TRANSMISSIONS 
ACCORDING TO COORDINATION 



S54 



Fig. 5 



10/53074, 



FREQUENCY 
Ful 

FI1 
Fu2 
FI2 



FREQUENCY4 
Fu4 



'TRANSMISSION T1 



TRANSMISSION T2 



1^ 



Tsl 



Tel Ts2 



Fig;6 



Te2 



"►TIME 




F UPPEI?" 
LIMIT p, 2 



F low 

F LOWER 
LIMIT— t — f- 
Fu3 
FI1 
FI3 

T8lTs25Tr8 Ts4Te2Te1 
AT THE EARLIEST 

f — 

TIME WINDOW of!— 



Ts3 Ts5 1 TreTeS Te4 
AT THE LATEST 



Te5 



►TIME 



.A 



NEW TRANSMISSION I 



i4- 



ALLOWED TIME 
RANGE 



Fig. 7 



F8 

F7 

F6 

F5 
F4 
F3 

F2 
F1 



DVB 
^Store & 
Forward** 



16Mbps (or 24 
or 8 Mbps Live) 



24 Mbps (of^ 



RESERVED FOR "STORE & FORWARD" 



24 Mbps Live 
DVB 



24Mbps "LIVE" (OR "STORE & FORWARD") 



16 Mbps Live 
DVB 



RESERVED 8Mbps "LIVE" 



PRIORITY 8 Mbps OR 4 Mbps "LIVE" 



8 Mbps Live 
DVB 



RESERVED 4Mbps "LIVE" 



4 Mbps Live 
DVB 



Fig. 8 




REQUEST FOR TRANSMISSION 







SET OF EQUIPMENT 1 










SET OF EQUIPMENT 2 

I ■ fc. 



8:30 9:00 9:30 10:00 10:30 11:00 11:30 12:00 12:30 



TIME OF 
DAY 



Fig. 9 



